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• SAR PROCESSOR

– PROCESS RAW SAR DATA

– DISPLAY ON OPERATOR STATION

– RECORD AND STORE SAR DATA

– SAR PAYLOAD CONTROL

– SAR IMAGERY VIEWER

– DATA ACQUISITION, STORAGE, RETRIEVAL

– GENERATE SAR NITF FILES

– TRANSFER SAR NITF TO TCS CSCI FOR SUBSEQUENT
IMAGERY EXPLOITATION BY C4I SYSTEMS

• EO/IR

– CONFIGURATION ELEMENT FOR FUTURE DIGITAL EO/IR
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• 9GB HD
• 9GB HD
• DLT DRV
• 8 MM TAPE
• 8X CD DRV

CSARP PERIPHERALS

• DIAGNOSTIC TERMINAL PORT
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SAR INTEGRATED INTERFACE UNIT

• PROVIDES CONVERSION OF SAR IMAGE DATA AND SAR SYSTEM
TELEMENTRY FROM RS-485 INTERFACE FORMAT TO FIBER
DISTRIBUTED DATA INTERFCAE (FDDI) FORMAT
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COMMON SAR PROCESSOR (CSARP)
DIAGRAM

LMA

IIU

CSARP

• 90 MHZ R8000 PROCESSORS  (8 EA)
• 1 GB RAM
• 9 GB ULTRA SCSI (SCSI III) HD  (9EA)
• DUAL ATTACHED FDDI
• ETHERNET
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FDDI

SCSI III PERIPHERALS•  Hosts the Tactical Endurance SAR
(TESAR) Software

• Provides all required processing and
control functions for the Predator TESAR
payload
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•  90 MHZ R8000 
         PROCESSORS  (8 EA)
•  1 GB RAM
•  9 GB ULTRA SCSI 
       (SCSI III) HD  (9EA)
•  DUAL ATTACHED FDDI
•  ETHERNET
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